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Mount box to head cover with 4 screws.
Remove box from head cover before removing head cover.

Mount 1705-0A in pendant with standoffs or snap track.

Installation procedure is given in FSP-W1042.
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1090-5C and 1090-6C do not use 1705-0A board.
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2 Conductor
with shield
WIR-0277
(shield not used)

If VMC has 
Remote Pendant, 

connect remote 
Tool I/O here.

TOOL I/O TO 1090

REMOTE TOOL I/O

GND

SPINDLE TOOL I/O

SPINDLE TOOL I/O

+5V

FADAL
1705-0A

REMOTE TOOL I/O

TOOL I/O TO 1090

Cable 28 ft.
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1090-3B
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Connection of 1705-0A is the same for all 
keyboards.

1/4 in. Flex Conduit  WIR-0123
approximately 6 ft. for VMC6535
approximately 4 ft. for VMC6030/8030

1/4 in. Flex Conduit fitting  WIR-0099
Fastened with 1/4 in. Flex Conduit Lock-Nut  WIR-0049

Molex 03-09-1032
   and 03-09-2032

Connectors located
in spindle head

2 Conductor
with shield
WIR-0277

Cable 9 ft. overall

HAMMOND ENCLOSURE  #1590WLBFL   (Paint white)
(Box is rated IP65.)

OTTO SWITCH  #P3-D111129W
(Switch is rated IP67.)

Drill for 1/4 in. pipe fitting

Drill 0.625 in.
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